
<Davit> : Select Position(Raised/Lowered) Before Making

<Cutter> : Make 2ea

<Launch>

<Motor Launch>
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(Select position)

(Optional)

(Optional)

(Optional)

(Raised)

(Left Front)

Brass 36

Brass 36

Brass 36

Brass 37A

Brass 37B

Brass 37B

591

609

636

656

608

699
699

651

683

708

706

678

694

684

711

(Lowered)

This Detail to Inside

Outside

(Raised)

(Raised)

Thin Thick

Long
 : To Inside of G9

Thin Thick(Cut Off)
(Lowered)

(Lowered)

709 (Lowered)

(Lowered)

709

(Raised)

(Raised)

711

609+636+656

647

704(707)

704(707)

591(591) 592(593)

679(681)

591,592,593

591,592,593

(Left Rear)

Make 4ea

Make 4ea

<Left> <Right>

Make 4ea

 : Make 3ea593
(Right Rear)

591
(Right Front)

(Right Front)

Backside of

(The Others)

Left

Right

592

634

677

635

694

686

694

694

694

708

708

708

683

683

683

638

635

716

708

683

716

676
22

21

688

827

828

835 811 808

813

809

814

805

812

659

638

776

778

801

784

835

785

784

781

773
768

769

786 780

772

771

775

777

781

802

747

782
774

779

645
(641)

639
(644)

682
(682)

759

758

757

756

752

753

754

755

D9

G9

D8

D7

D5

D4


